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SWINGS 
assembly instructions
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NOTA BENE: it is recommended to fix the bolts definitively and only insert the caps once the correct positioning of the elements has been verified.
1) M10x110 CUP SQUARE SCREW (4x)
2) M10x90 CUP SQUARE SCREW (4x)
3) PE Cap (8x)
4) M10 washer (8x)
5) Shaped PE nut protection cap (4x)
6) M10 self-locking nut (8x)
1. Attach the struts to the beam using the relevant bolts as indicated in the figure. Repeat the operation on all four struts.
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NOTE: the colours and models represented in the image are purely indicative. Different swing solutions are available as well as that represented.
1. Fix the strut to the bracket using the relevant nuts and bolts as indicated in the figure.
2. Repeat the operation on the remaining struts.
	Article num.
 
	Quantity
	NAME

	1
	1
	Swing bracket

	2
	2
	PE nut protection cap

	3
	4
	PE cap

	4
	4
	Ø10 washer

Ø

Ø

Ø

10 washer

	5
	2
	M10 self-locking nut

	6
	1
	Swing strut

	7
	2
	M10X120 HEX SCREW

	8
	2
	Shaped PE nut protection cap
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1. Attach the assembled swing body to the beam, introducing the bolts necessary for fixing into the swing hangers, as indicated in the figure.
NOTE: colours and models represented are purely indicative. The following instructions can also be applied to swings with iron beams.
	Article num.

	Quantity
	NAME

	1
	1
	Assembled swing body

	2
	2
	UNI4017 M8X25 HEX SCREW

	3
	2
	UNI7473 M8 self-locking nut
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Wooden struts:
Aluminium struts M8x80 TEL SCREW:
M6,3x60 SELF-TAPPING SCREW
1. Fix the gable board (5) to the struts using the relevant bolts as indicated in the figure and repeat the operation on the opposite side and for the second gable board.
NOTE: the models represented are purely indicative.
	Article num.

	Quantity
	CODE N.
	NAME

	1
	4
	XPE116
	PE CAP

	2
	4
	-
	M8X80 HEX SCREW OR M6 3X60 SELF-TAPPING SCREW

	3
	4
	-
	Ø8 WASHER

	4
	4
	XPE10
	PE NUT PROTECTION CAP

	5
	2
	XPE174
	ROTATIONALLY-MOULDED GABLE BOARD IN PE
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1. Drill.
2. Clean the hole thoroughly using an air pump and small brushes.
3. Insert the anchor into the hole present on the bracket with the aid of a hammer.
4. Tighten using dynamometric wrench.
4 x M10x90 screw anchors
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excavation depth 50 cm.
242 (single swing)
240 (single swing)
Land scarification of 7 cm with final rolling (1.64 m³) and concrete plinth excavations (0.72m³)
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Lay the arc welded mesh 08mm 20x20em, (18.00m²) with overlapping of 5 cm, without perimeter formwork and lay n°4 50x50x50 em concrete manholes and compact manhole excavation (optional), 
concrete manhole or excavation
[image: image8.jpg]091

0971

0z€

620

6,5

Le misure sono espresse in cm.

BOLZETE0)

Colori e modelli rappresentati
sono puramente indicativi

denominazione
efo cliente :

istruzioni di montaggio
interro altalene

firma esecutore : %’

data: 21.06.2011

nE pag3/5





Cast of Rbk250 concrete (1.48 me) average thickness 7.5cm
ridge
ridge
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Perimeter compaction of the soil
Cast concrete into the manhole/excavation
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1. Cast a first layer of concrete with thickness of 5 cm in the previously realised excavation hole (see the next page for dimensions).
5 cm concrete slab
2. Complete concrete casting as per layout.
3. When the concrete has set, fill the hole by compacting the infill material up to the finished ground level.
* height from the finished ground level at the lower part of the beam, 200 cm for swings with seats, 220 cm swings with basket nests.
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sand
bark mulch
fine gravel
30 cm.
BRACKET 100 cm.
BRACKET 75 cm.
rubber safety flooring 4.5 cm.
concrete slab 7.5 cm.
land scarification  12 cm.
